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1 . A decorative lighting apparatus, comprising: 

a light strand having a plurality of lights including at least one commonly- 
5 controlled set of color-controllable multi-color light-emitting diodes (LEDs); 

a decorating selector comprising a switch which provides a plurality of user- 
selectable settings; 

logic which is coupled to the plurality of lights including the at least one 
conraionly-controUed set of color-controllable multi-color LEDs 
10 the logic being configured to selectively illuminate the plurality of lights with a 

different holiday color scheme for each user-selectable setting of the switch. 

2. The decorative lighting apparatus of claim 1, wherein the user-selectable 
settings provide at least three different holiday color schemes associated with three 

15 different U.S. holidays. 

3. The decorative lighting apparatus of claim 1, wherein the user-selectable 
settings provide a plurality of different holiday color schemes associated with at least 
three diflferent U.S. holidays selected from the following list: Christmas, Independence 

20 Day, Valentine's Day, Halloween, and St. Patrick's Day. 

4. The decorative lighting apparatus of claim 1, wherein the user-selectable 
settings provide a plurality of different holiday color schemes associated with major U.S. 
holidays including Christmas and Independence Day. 

25 

5. The decorative lighting apparatus of claim 1, fiirther comprising: 

each LED in the at least one commonly-controlled set being positioned along the 
light strand so as to be interleaved with other lights in the plurality of lights. 
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6. The decorative lighting apparatus of claim 1, further comprising: 
wherein the at least one conmionly-controlled set of color-controllable multi-color 

LEDs comprises a plurality of commonly-controlled sets of color-controllable multi-color 
LEDs; and 

each LED of each set being interleaved with LEDs of other sets along the light 

strand. 

7. The decorative lighting apparatus of claim 1, further comprising: 
wherein the user-selectable settings provide at least three different holiday color 

schemes associated with three different U.S. holidays; and 

wherein each U.S. holiday color scheme comprises at least two colors. 

8. The decorative lighting apparatus of claim 1, fixrther comprising: 
wherein the light strand having the plurality of lights includes at least one 

commonly-controlled set of fixed-color LEDs. 

9. The decorative lighting apparatus of claim 1, further comprising: 
the logic comprising a microprocessor; 

microprocessor instructions programmed in the microprocessor for: 
reading each user-selectable setting of the switch; and 
providing an output for the selective illumination of the plurality of lights. 

10. A method of providing a decorative lighting apparatus with a plurality of 
different U.S. holiday color schemes, comprising the acts of 

providing the decorative lighting apparatus with at least one conmionly controlled 
set of color-controllable light emitting diodes (LEDs); 

providing for a selective illumination of light colors in the decorative lighting 
apparatus in accordance with a first U.S. holiday color scheme, in response to a first user 
switch setting of the decorative lighting apparatus; 
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providing for a selective illumination of light colors in the decorating lighting 
apparatus in accordance with a second U.S. holiday color scheme, in response to a second 
user switch setting of the decorative lighting apparatus; 

wherein the at least one commonly controllable set of color-controllable LEDs is 
5 illuminated with a first color in the first U.S. holiday color scheme; and 

wherein the at least one conmionly controllable set of color-controllable LEDs is 
illuminated with a second color in the second U.S. holiday color scheme which is 
different fi-om the first color in the first U.S. holiday color scheme. 

10 11. The method of claim 10, wherein the first U.S. hoUday color scheme is 

Christmas and the second holiday color scheme is Independence Day. 

12. The method of claim 10, wherein the first U.S. holiday color scheme is 
Christmas and the second U.S. holiday color scheme is Valentine's Day. 

15 

13. The method of claim 10, wherein the first U.S. holiday color scheme is 
Christmas and the second U.S. holiday color scheme is St. Patrick's Day. 

14. The method of claim 10, wherein the first U.S. holiday color scheme is 
20 Christmas and the second U.S. holiday color scheme is Easter. 

15. The method of claim 10, further comprising: 

providing for a selective illumination of light colors in the decorating lighting 
apparatus in accordance with a third U.S. holiday color scheme, in response to a third 
25 user switch setting of the decorative lighting apparatus. 

16. A decorative lighting apparatus, comprising: 

an alternating current (AC) plug for use in supplying electrical power to the 
decorative lighting apparatus; 
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at least three light strands including: 

a first light strand having a first set of lights in the form of a commonly- 
controlled set of color-controllable multi-color light-emitting diodes (LEDs); 
a second light strand having a second set of lights; 
5 a third light strand having a third set of lights; 

a decorating selector comprising a switch which provides a plurality of user- 
selectable settings for the decorative lighting apparatus; 

logic which is coupled to the at least three light strands via control lines; 
the logic being configured to selectively illuminate the light strands with a 
10 different color scheme for each user-selectable setting of the switch, such that: 

a first holiday color scheme has a first color illuminated in the commonly- 
controlled set of color-controllable muhi-color LEDs; and 

a second holiday color scheme has a second color illuminated in the 
commonly-controlled set of color-controllable multi-color LEDs. 

15 

17. The decorative lighting apparatus of claim 16, wherein the at least three 
light strands are intertwined together in a linear fashion to form a fixed repeated sequence 
of lights, 

20 18. The decorative lighting apparatus of claim 16, wherein the second light 

strand having the second set of lights is in the form of a conmionly-controlled set of 
color-controllable multi-color LEDs. 

19. The decorative Ughting apparatus of claim 16, wherein the logic is 
25 configured so as to provide the first holiday color scheme as a Christmas holiday color 
scheme and the second U.S. holiday color scheme as a different holiday color scheme. 



20. The decorative lighting apparatus of claim 16, further comprising: 
wherein the logic is further configured to provide a third holiday color scheme; 
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wherein the logic is further configured so as to provide the first holiday color 
scheme as a Christmas holiday color scheme; and 

wherein the logic is further configured so as to provide the second and third 
holiday color schemes as holiday color schemes selected from the following list: New 
5 Year's Day, St. Valentine's Day, St. Patrick's Day, Independence Day, Halloween, 
Easter, and Thanksgiving. 



0901-0004 - OSKOREP ET AL. 



